TRADE MARK 





tra 1 Violet Spotlight for Intense loceSisesi 

J4auded Ut a Qlearning Black Bakelite. Cade 


Always at Hand 

Instantly available ... A safety, wall 
bracket is supplied for neat, easy mount¬ 
ing. Eliminates the “getting ready" of 
cumbersome equipment. 


TECHNICAL DATA 


The Spot-Quartz Lamp operates on 
110-120 volts, 50-60 cycle, alternating 
current only. It weighs but 54 ounces. 
Its ultra violet emission is 95% within 
the band at 2540 angstroms. This band 
is highly germicidal and also is very 
active in the production of erythema 
but with a minimum of pigmentation. 
Because the quartz grid operates at 
very low temperature, treatment at 
actual skin contact is possible. The Spot 
Quartz produces an intense radiation 
... at this close distance a first degree 
erythema in 6 seconds at contact is 
produced. 

Being "Always at Hand and Easy to 
Handle" the Spot-Quartz Lamp is ideal 
for the busy medical office. 

Belongs in Every Doctor’s Office 


Easy to Handle 

For those hard-to-get-at places ... in the 
hair, back of the ears and such difficult 
places are easily accessible to Spot Quartz 
radiation. 


Catalogue No. 625 SPOT-QUARTZ LAMP 

Code Word "SPOTQ." Complete with 8-foot line cord, safety wall bracket, 2-inch 
localizing mask; to operate on 110-120 volts, 50-60 cycle alternating current. Shipping 
Weight 8 Lbs. Shipping Size 7x8x1 S 1 /^ 


Catalogue No. 627 WOOD'S FILTER FOR FLUORESCENT DIAGNOSIS 


The Wood's Filter permits the passage 
of Filtered Ultra Violet (BLACK LIGHT.) 
Viewed in a darkened room, many sub¬ 
stances glow with brilliant varicolored 
fluorescence under BLACK LIGHT. Ac¬ 
curate detection and classification of 
fungi, the timing of blood circulation in 
cardiac cases, and the extremely im¬ 
portant work now being done in peri¬ 
pheral vascular conditions are but a 
few of its many uses. 


EXTRA ACCESSORY 


with WOOD’S FILTER for 

DUAL PURPOSE 


The Wood's filter doubles the 
usefulness of the SPOT- 
QUARTZ LAMP. It makes it 
useful in both diagnosis and 
treatment. 

Quickly applied or removed 
from the lamp. 


REFER TO CURMEMT 
PRICE LIST 


THE BIRTCHER CORPORATION 
















When ordering, 
specify make of 
S. W. Diathermy the 
Generator is to fit. 


The Ultra-Violet radiation emitted by 
the Orificial Generator is 90 percent in 
the spectrum band at 2537 Angstrum 
Units. 


This wave band is highly germicidal and pro 
duces an active erythema when required. 


Complete instructions, including Time-Distance Chart, 
are furnished with the Generator. 


THE BIRTCHER CORPORATION 


FORM 501 -T14 2500 


SHORT WAVE 


ULTRA-VIOLET GENERATOR 

FOR ORIFICIAL APPLICATION 


The Orificial Generator may be used in conjunction with practi¬ 
cally any short wave diathermy machine. It is simply plugged 
into one of the condenser pad terminals ... a pad Into the 
other terminal. Complete instructions lor Its operation and 
use are furnished. The Quartz Orificial burner operates 
at only slightly above body temperature, therefore 
may be used with complete comfort in all body 
orifices. 


Intensity of the burner may be con¬ 
trolled and intensified by the 5. W. 
Diathermy controls so that the 
utmost value of the Quartz- 
mercury burner may he 
attained . 


Cat. No. 622-B ■ ■ ■ Quartz Burner Replacement Unit 
Return old handle and Burner for exchange. 

REFER TO CURRENT PRICE LIST 


3-54 


Cat. No. 620-B Code Word ULVOH 

The Birtcher S. W. Orificial Ultra-Violet Generator, com¬ 
plete with cord, handle, safety goggles and three feet of 
special sleeving to protect orificial entrances, in a hand¬ 
some Keratol covered case; ready to plug into condenser 
terminal of any make of S.W. Diathermy. (Specify make) 










